
 

LIGHTING CRITERIA 
Originally intended to eliminate the 12-24 hour/day waste of energy in areas where occupancy and usage are infrequent and of short duration, 
such as paths of egress and bathrooms, this easily installed bi-level integrated lighting system can be used virtually anywhere. To help insure 
the safety, security, and peace of mind of all the people occupying your building, both the motion detector and optional emergency battery 
back-up systems use only the most reliable and proven components designed and manufactured by world leaders in their respective 
technologies. This system can be configured to consume virtually no power until needed. 

 

 
WALL MOUNT – OCCUPANCY SENSOR 
INTEGRATED LIGHTING AND MOTION DETECTION SYSTEM 
Ceiling, Wall, or Stairway - One Or Two Lamp T5 or T8 Electronic 

OPTIONAL VANDAL RESISTANT CONFIGURATION 

PROJECT:  

FIXTURE TYPE:  

CATALOG NO.:  

VOLTS:  

BALLAST TYPE:  

DATE:  

 

SPECIFICATIONS: 

CONSTRUCTION:  The housing and ends are die formed of heavy code gauge steel, rigidly fabricated to insure true and perfect alignment.  
Housing of 20 gauge CRS, meeting NYC requirements is optionally available. Spot welded and riveted for structural rigidity. Optional Vandal 
Resistant construction: housing and overlapping end caps are formed of 16 gauge cold rolled steel. End caps are held in place with (3) 
tamperproof screws for each end. 

DIFFUSER and REFLECTORS:  Clear acrylic with hexagonal prisms on the lower surface and linear prisms on both vertical surfaces. Lens is 
removable for relamping & maintenance by removal of the end caps. Custom designed specular reflectors can improve fixture efficiency and 
tailor distribution, meeting required light levels at even greater operational savings. Optional Vandal Resistant construction: Extruded .125 clear 
prismatic polycarbonate or DR Acrylic. 

BALLAST:  Standard 14,21, & 28W T5 or 17, 25, or 32 watt T8 lamps, fully electronic, HPF, Class “P”, minimum starting temperature of 60 
deg. F, minimum .85 Ballast Factor,  THD < 20%, for 120V 60 Hz operation. Where more light output is required, High Performance ballast, 
B.F. > 1.10, are available. Many other lamp and ballast configurations, voltages, & starting temperatures are available.  

SENSOR: New 32-40 KHz or higher ultrasonic frequency to help eliminate incompatibility with some brands of hearing aids. Infrared (IR) and 
dual technology available. Adjustable time delay and sensitivity.  

WIRING: May be wired for: all lamps sensored, one of two lamps sensored, step-dimmed (30%/100% or 50%/100%), or 5-10%/100% dimmed 
configurations . Two lamp units may be provided with separate one lamp ballast for system redundancy. 

MOUNTING: Wall mounted, individually or in continuous rows. For continuous mounting, a continuous run joiner band is available. 

FINISH:  All steel components parts are corrosion protected and coated with baked white synthetic polyester for maximum durability. 

CERTIFICATION and TESTING:  U.L. listed and l.B.E.W. Union made. Units should be inspected at least monthly for proper operation. 
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ORDERING INFORMATION 

CATALOG # LAMPS BALLAST NOM LENGTH 

255117FWOS 1-F17W-T8 T8 ELECTRONIC 24” 

255125FWOS 1-F25W-T8 T8 ELECTRONIC 36” 

255132FWOS 1-F32W-T8 T8 ELECTRONIC 48” 

255217FWOS 2-F17W-T8 T8 ELECTRONIC 17” 

255225FWOS 2-F25W-T8 T8 ELECTRONIC 36” 

255232FWOS 2-F32W-T8 T8 ELECTRONIC 48” 

OPTIONAL: Emergency battery backup (add suffix “EML”),  Electronic dimming ballast (add suffix “DIM”) 

  VP – Vandal Resistant and Security Configurations (See series: VP355 and SL355) 

SERIES 255FWOS 

Use in any building area where occupancy is infrequent and of 
short duration 

 Features; 
 One, easily installed, integrated package. 

 Can be configured so there is virtually no power consumption 
until needed. 

 State-of-the-art proven components. 

 Ultrasonic Motion Sensor; Does not need Line of sight 
detection.  

 Unit “Fails Safe” in the 100% on mode if sensor fails. 

 Lamp conditioning circuit. 

 5 min walk-test feature. 

 

 

 Versatile and elegant fixture for general area lighting. One or two lamp, ceiling or wall mount. Ideal for use in: paths of egress,  corridors,  
stairways, powder rooms, hospitals, residences, and dormitories. Suitable for continuous row mounting. 

 Can be installed anywhere.  

 


